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Icon Solar-En Power Technologies Pvt. Ltd. e wacenmonrormo.

(ISO 9001:2015, ISO 14001:2015 & ISO 45001:2018 )

® Regd. Office: 317-320, 3rd Floor, Offizo, Magneto Mall, G.E. Road,
Raipur - 492001, Chhattisgarh, India

® +91 -771-4065755 ® info@iconsolar-en.com

® Factory : PH No. 09, Gram Dighari, Mandir Hasaud, Teh- Arang
Raipur 492001, Chhattisgarh, India

B.O.: Raipur | Pune | Nagpur | Patna | Ranchi | New Delhi | Bengaluru | Hyderabad | Lucknow
Mumbat | Varanasi | Jaipur | Panchkula | Indore | Kolkata | Guwahati
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Harvesting the sun

Changing lives....
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j EN-ICON

ICON Solar-En Power Technologies Pvt. Ltd. being most modern solar
module manufacturing is dedicated to provide end-to-end solar
solutions. We manufacture highly efficient products with cutting edge
technology. We believe in offering our customers the best solar

solution for Domestic, Commercial and Industrial applications.

VISION

To emerge as the leading service provider of clean, cost-effective and
state-of-the-art energy solutions by harvesting the iconic power of the

Sun.

MISSION

We are committed to provide ingenious solutions towards energy
conversion and storage, to find its dynamic applicability in residential,
commercial and industrial usage globally. Achieving our ideal of
creating profitable energy efficient value for our customers, shall
encompass a holistic approach imbibing innovation, industriousness
and integrity.
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What Makes us Different?

|£) Best Quality in True Sense

QI.& Always in Schedule

@ After Sales Service
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TECHNICAL DATA
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RIG SAAM YAJUR ATHARVA
Model ISEN4O | ISEN75 | ISEN100 | ISEN150 | ISEN200 | ISEN250N| ISEN250 | ISEN260 | ISEN30ON | ISEN300 | ISEN310 | ISEN315 | ISEN320 | ISEN325 | ISEN330 | ISEN335 | ISEN340 | ISEN345 | ISEN350 | ISEN250Y | ISEN300X
No of Cells (Multi crystalline) 36 36 36 36 48 54 60 60 66 72 72 72 72 72 72 72 72 72 72 120 144
Power (Wp) 40 75 100 150 200 250 250 260 300 300 310 315 320 325 330 335 340 345 350 250 300
Open Circuit Voltage (Voc) 2218 22.18 22.2 22.23 29.64 34.01 37.05 37.3 41.43 44.45 44.7 44.85 45 45.14 45.25 45.4 45.52 45.66 45.78 74.10 88.90
Short Gircuit Current (Isc) 2.36 4.34 5.86 8.74 8.74 9.38 8.75 9.01 9.26 8.75 8.93 9.02 9.12 9.23 9.31 9.41 9.5 9.59 9.69 4.38 4.38
Voltage at Max Power (Vmax) 18.02 18.07 18.09 18.11 24.14 27.62 30.12 30.36 33.67 36.18 36.43 36.52 36.59 36.69 36.80 37.02 37.10 37.26 37.40 60.24 72.36
Current at Max Power (Imax) 2.24 4.16 5.56 8.31 8.31 9.06 8.31 8.57 8.92 8.3 8.51 8.63 8.75 8.86 8.97 9.05 9.17 9.26 9.36 4.16 415
Module Efficiency ()% 13.93% | 14.44% 15.52% 14.94% | 15.03% 16.68% | 15.05% | 15.64% | 1651% | 15.18% | 15.67% 15.93% | 16.19% | 16.43% | 16.69% | 16.94% | 17.20% | 17.44% | 17.70% 15.38% | 15.18%
Fill Factor (%) 7710% | 78.10% | 77.30% | 77.50% | 77.40% | 78.40% | 77.20% | 77.40% | 78.30% | 77.20% | 77.70% | 77.90% | 78.00% | 78.00% | 78.40% | 78.40% | 78.70% | 78.80% | 78.90% | 77.10% | 77.10%

ALL ELECTRICAL DATA MEASURED AT STC (STANDARD TEST CONDITION) IRRADIANCE 1000W/M?, SPECTRUM AM 1.5, TEMP. 25°C, NOCT =50°C + 2°C AT 800 W/M?, AM 1.5, WIND 1M/S, AMBIENT TEMP. 20°C

Length (A) 432 776 966 1501 1336 1506 1670 1670 1826 1986 1986 1986 1986 1986 1986 1986 1986 1986 1986 1650 1986
Width (B) 671 671 671 671 996 996 996 996 996 996 996 996 996 996 996 996 996 996 996 986 996
Thickness (C) 30 30 30 30 30 30 35 35 35 35 35 35 35 35 35 35 35 35 35 35 35
Edge to Gentre Hole Distance (D) 216 388 483 751 668 753 835 835 913 993 993 993 993 993 993 993 993 993 993 825 993
Edge to Mounting Hole Distance (E) 108 194 225 379 334 382 405 405 483 563 563 563 563 563 563 563 563 563 563 395 563
Mounting CTC Distance Horizontal (F) 635 635 635 635 955 955 955 955 955 955 955 955 955 955 955 955 955 955 955 949 955
Edge to Optional Mounting Hole Distance (G) NA NA NA NA NA NA 254 254 312 393 393 393 393 393 393 393 393 393 393 254 393
Mounting CTC Distance Vertical (H) 216 388 518 743 668 743 860 860 860 860 860 860 860 860 860 860 860 860 860 860 860
Mounting Hole (I x J) 7x12 | 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12 7x12
Centre Hole Dia (K) 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5

= Operating Conditions - 40°C to + 85°C at 85% RH = Temperature Co-efficient for Voc/°C (B)= -0.2994%, Isc/°C (a) = 0.0268%, power/°’C (y) = -0.3914% = NOCT = 50°C + 2°C at 800 W/m? AM 1.5, wind 1 m/s, ambient temp. 20°C
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Our Manufacturing Facility

Our production facility located over 5 acres of green belt is state of art, adhering to global

quality standards.

Testing Facilities

» SunSimulator Test

e ELTest

+  GelTest

» Mechanical Load Test
» Junction Box Pull Test
» HV-High Voltage Test
»  WetlLeakage Test

» Adhesive Test

» TabPulltest

e PIDTest

Our Products

Solar PV Poly Crystalline Modules

* 40 Wp to 350 Wp

» High Performance Modules with Efficiency up to 17%
» Robust Design to withstand toughest environmental condition

» High conversion Efficiency based on Innovative Technology

Salient Features

e 100% Online EL Inspection System

 Positive Oriented Power Tolerance [0 to +4.99 Wp]

+ ltalian Stringing Process

» Guaranteed Performance as per Best Industry Standards

- High Fill factor and less series Resistance Solar Modules

» Low Temp Coefficient

« Solar PV Modules Suitable for Indian and European Climates.

« PID Resistance

EN-ICON

Harvesting the sun

Performance Assurance

PID

Resistant

ANTIMONY
FREE

20
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Warranty
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Encapsulant
PV Cells
Encapsulant

Multi Layer Back Sheet



